
For Outdoor and Indoor Applications

DS-16             Digital Video Motion Detector
   16 Channel 19” 4U Rack Chassis

 Standard Features

16 Expansion Bays: can hold 1-16 modules
Video Input: BNC 1 V P-P 75 ohm terminated
Video Output: BNC 1 V P-P 75 ohm term., 2V P-P unterm.
1 Alarm Input per channel: Hi-Z 100K 12VDC Max.
1 Alarm Output per channel: Relay Form C NO / NC  with common (1A Max. at 12VDC)
1 Alarm Output Global: Relay Form C NO / NC  with common (1A Max. at 12VDC)
Common Day / Night external input control:  Hi-Z 100K 12VDC Max.
Pushbutton Keypad for local programming
RS-232 Input for programming or functional control
100-200VAC Voltage Free Internal Power Supply
DB-25 Breakout PCBs supplied for easy  wiring
Size: 19” x 7” x 10.5”  (4U High)
Weight: 19 lbs/8.6 Kg  Gross Weight 22.5 lbs/10.2kg
Construction; Computer Beige Metal Case
Warranty: 2 Years
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The DS-16 chassis holds up to 16 DS1-SPL Digital Video Motion Detector Cards. Each card contains
all the standard features of the DS1-PL stand alone model. The modular design and standard 19” 4U
height allows easy expansion for large systems. Each channel is independently addressable for a
total of 128 channels to be controlled from one RS-232 port.
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