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DTT
DATE-TIME-TITLER

The DTT single-channel Date-Time-Titler overlays date, time and camera identification onto a video
image, identifying precisely when and where an event has taken place. The output signal may be
displayed on a monitor, recorded on a VCR/DVR, or printed on a video printer.  A jumper selectable gray
background highlights the characters in any lighting condition. Full 7-24V DC or AC Operation.

The DTT uses a precision crystal-controlled clock for unparalleled 5 ppm accuracy and will pass video
through even when the power fails. Compatible with both color and monochrome cameras NTSC/EIA or
PAL/CCIR formats, its compact size and low power consumption make it perfect for portable and covert
applications. Available in all US and European time and date formats and offered as a Titler Only (NTD).

 Standard Features

Displays Hours, Minutes and Seconds
Titles up to 20 Characters
Background Border Selectable
Power Failure Indicator
Low Voltage, Low Power AC/DC
NTSC / PAL Jumper Selectable
Video Pass-Through on Power Lost
Works with Color or Monochrome Cameras
Information can be Positioned Anywhere On-Screen

 Specifications

Date Display: Month, Day, and Year
On-Screen Display Options

ABCDEFGHIJKLMNOPQRST
USA Date Format (12Hr Time)
MMM-DD-YY     HH:MM:SS-A
Miliarty Time Format (24 Hr Time)
European Date Format (24 Hr Time)
DD-MMM-YY     HH:MM:SS -
YY-MMM-DD Format (24 Hr Time)

Time Display: Hours, Minutes, and Seconds
XX:XX:XX Format

Control Interface: 3 Front Panel Pushbuttons
Select, Down, and Up

Status Indicators: 2 Front Panel LEDs
Power (Green) and Setup (Yellow)

Video Input / Output: BNC Passive Video Loop Thru
Video Signal Standard: 1V P-P into 75 ohm load
Video Formats:NTSC, PAL and SECAM
Backup Battery: 1 Year, internal rechargable NiCad
Time Accuracy: Within 5ppm
Power: 7-15VDC @ 32mA
Size: 3-3/8(D) x 2-5/8(W) x 1-1/8(H)
           85mm(D) x 62mm(W) x 30mm(H)
Shipping Weight: 12oz. / .34Kg
Warranty: 2 Years, Parts and Labor

DS-20-OF Rack holds
up to 20 DTT-S Cards

DTT-S Card
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